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Provide continuous innovation solutions and customize ultimate products

—— Solve various material separation problems for users and improve quality
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GQ142G explosion-proof tube centrifuge

1 RFRET

Accessories display
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HANABS000 FBAMENEF 2N, RTEMHINOFABEY, BIEHEER, RFHHIECNI, RMHECKE, EHRE.

We have a large-scale production base of 5000 square meters, and all accessories except standard parts, including the box and rotor, are processed by ourselves. We purchase
raw materials ourselves and control quality.
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As the core component of a centrifuge, the process of the drum plays a decisive role in the quality of the

equipment. Due to the special process adopted by our company, the rotor strength can reach a Brinell

RAGHRESUEHM DB, ALERFBREERRR, REEFNERFAAIXA
BEAN ANXRAEZFEMHE, BERR. AN IEER,

hardness of over 170.

SS3D0¥d ANY¥A

(Far surpassing industry data)

HEE R

i The GQ142G explosion-proof type is a solid-liquid separation type that can be opened with a square box. The inside and outside of

f the box are wrapped in stainless steel, and the material in contact with the material is 316L stainless steel. The design of the feeding The connection part of the triangular plate is welded with high strength, which can maintain the balance of
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the rotor well without gaps and is easy to clean.

' components avoids dead corners, the weld seam is polished, and the threaded connection is minimized to avoid contamination of the

! material and liquid residue. (Conforming to the regulatory requirements of pharmaceutical GMP)

R 0o R

i A centrifuge made of explosion-proof materials for the separation of certain special substances and the special

379V2IddY

i environment of special places, with an electric box.

! Peristaltic pump is used for continuous feed separation. In order to facilitate users to clean solid impurities and

The equipment box is made of Q235 high-quality carbon steel welded and processed, and has undergone

i improve production efficiency, users can use drum lining. The inner lining is made of medical grade materials, : s
! P p Y 9 9 9 multiple heat treatments to eliminate stress.

IOVINVAQY

which meet the hygiene requirements of food and medicine.

ONISSIDOUd XO8
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Main technical parameters Standard part configuration
NBRZER 15572xg IR 14000r/min 7 b EEFAG
BHNRE 142mm BHAR 11l BZ i fmh# I HABASIT
B A ke AmlF NF
‘kE 2000L/h PSR 50-1500/h
LR G b AlF Hel
BHINE 3kw/h 28 950kg
BB i AE b pigaduipt
SN RSE 910*620*1770mm EERS ZRBR, 5B, RR—F B mh? E%&
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BRITHARARSA, HR3ARB F LBET B ONMAR.2017TERB SXESYCLONEAR A 1F, ISSTCHMEIM B ONBIRAR, H
F2019FBNEF,

RABDTUEFHNEXNBON, BEEEALBTEONMARMEHNRA AN IZ. "RASEEERMAEE~NREH#RE,
REINNGE, REMREY, RENERRSEF.
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Daibao Machinery Equipment Co,, Ltd. is a centrifuge manufacturer with excellent brand, honesty as the foundation, and quality as the foundation. \\ :‘ :
BAREIEAR

The company was established in 2013. Located in the Economic Development Zone of Haimen City, Jiangsu Province, the factory acquired (o)

"Shanghai Centrifugal Machinery Research Institute Tubular Centrifuge Technology" in the same year. Currently, the factory has more than 40 Answ, Lo

frontline employees and 5 design and development personnel, of which 3 are from Shanghai Centrifugal Machinery Research Institute. In 2017, il R

our company collaborated with SYCLONE Company in the United States to obtain the technology of STC automatic discharge centrifuge, which an

was put into production in 2019. k) e )

Our company specializes in producing tubular centrifuges, which are the most advanced equipment manufactured and produced by inheriting ETRE o 0D _m K G

the advanced technology, traditional craftsmanship, and strict quality management requirements of the Shanghai Centrifuge Research Institute.

The equipment has a good appearance, stable performance, and better quality and after-sales service.
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20134, M ENMIER AL 20134, W LB AR 20174, B8 7 STCEENED 2019, B A HIZ BT BEERBONEHEHK,
DR BB OHMER, MERRBML. BEHB o

In 2013, Daibao Machinery

was officially established

In 2013, acquired Shangli Insti-  In 2017, STC automatic discharge In 2019, became a member unit Automate high-speed centri-

tute centrifuge technology centrifuge technology was obtained.  of the Pharmaceutical Equip- fuges and move towards a new

ment Industry Association. era.

@Liﬁﬂ§| DEPAUL 02




nxuvpvqy.jpeg
€ 105FR3ISNEMIN

105 Series Tubular Centrifuge

4 150FRIIENFEIMIN

150 Series Tubular Centrifuge

GQLOSENEMAERSBE,GFLOSENEBFRRE =TS EE, GQL056E |
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GQISOREXBONEERE RS BE RN TRN, MEHEME D H3L6LTHE |
NAERSNIBEARNEANEENEE, SREHBGEERLENE, |

GQIOSERTFTAHMBRFIRNEB.GFIOCERTHARRN BN EE
RERNDE (KHDE) .

RAGHRESEHNNDE, I ERREEDNFRTIREMNER AXRET
NGB E,

%E O RTE AE SRE R IS, MR EIR FE R A ZE O, AR AR R R
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: The GQ150 tubular centrifuge is a circular solid-liquid separation type with a stainless steel body and a 316L stain-

The GQ105 type is a circular box solid-liquid separation type, the GF105 type is a circular box liquid-liquid

| 5 z . . : ! less steel material contact part. It has a very high separation factor and the largest diameter of the drum. The
| three-phase separation type, and the GQ105G type is a square box clean type. The circular box machine has a paint !

Q3dAL

high-speed transmission components are covered with a safety cover. (Conforming to the regulatory requirements

! type box and an all stainless steel type box to choose from (in accordance with pharmaceutical GMP specifications) | of pharmaceutical GMP)

: Used for separating various difficult to separate suspensions, especially suitable for solid-liquid and liquid-liquid
i GQ105 is applicable to the clarification of most suspensions, GF105 is applicable to the separation of Emulsion and 1 . . L . X . . .
H i solid separation where the concentration is thin, the particles are fine, and the weight difference between solid and

379V2IddY
319V2I1ddVY

high-speed suspension (water oil separation) U liquid i I
: 1 liquid is very small.

: i This centrifuge can be equipped with a variable frequency speed control box. If the centrifuge needs to be used
i Continuous feed separation using a peristaltic pump, with optional drum loading and unloading for disassembly H
: i in an explosion-proof workshop, an explosion-proof motor can be selected. If materials need to be separated at
i and cleaning, greatly reducing the labor intensity of workers. !

JOVINVAQY

i low temperatures, users can choose a cooling coil.

EBRMEH EBRMESH

Main technical parameters Main technical parameters
NBAER 15040xg ¥R 16000r/min SBAXR 15578xg 237 14000r/min
HEARE 105mm BEAR 6L BEAR 142mm BEAR 11L
BKE 1200L/h PUS LS 50-500/h BKE 2000L/h pUSES- 50-1000/h
M IhE 3kw/h 28 550kg B IhE 3kw/h 58 650kg
SME R 800%450*1620mm EERS LR, BB, RR—F SR 910*510*1660mm EERS REFR, BB, RR—F

09 @mmg| DEPAUL @amng\ DEPAUL 10
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GQ142GOS high-speed tube centrifuge The cooling coil is made of 68 red copper

RNBERMEE . FZER.MEE. WSE, IESMFERER, REENA
REMBT, AEFAIBEMN, ERUY, ERFEEFER, HEALANE,

The cooling coil has a hard texture, is not easy to corrode, is resistant to high temperature and high pressure,
and can be used in various environments. Red copper The organizational structure of the tube is dense, imper-
meable, with good ductility and strong connection strength Practical value.

ERAE

Nickel plating treatment

REERLE, FREBABREXNBERS, RSHE M IEMME %

Surface nickel plating treatment makes the surface smooth and significantly increases hardness, improving corrosion

resistance and wear resistance.

TRANEERANTHESERE

The connection of the door cooling pipe is a high-pressure resistant hose

MEEF MIBESNER, JARRANENMNERD, TZRIRTFNER,
HR, BERFNEHEENMALZERYE, IBFFARNYE DB,

Featuring good wear resistance and high tensile strength, it can withstand high pressure and friction, and is not

easily damaged Wear and tear. Secondly, it has good sealing performance and chemical corrosion resistance, which

can act on the separation of different materials.

GQ142GOSH N A R KE RS B, AT 5 86 (454, 75 @, BT 14261 E M ALA MR & K MEEOVERSPEED |
BATER 00— BB EE A, EAE 170005 %5, 8% B 07 EA230006, B FH. ARLBRTIZ

Follow the process of Shanghai Machinery Centrifuge Institute
BEESE, RIRERMMRIEL DR, EREALBRTEEM, P& TZ R
HNEREFEFRBEVERN=RMBT ARMER EHILRE

High density coil ensures surface area to ensure cooling effect. While adhering to strict material selection and strict crafts

manship, we have also made improvements and customized versions of the product according to customer requirements

M ENEESTEANAE, RUEBRER, AORRER, BFHRIENE, BEANITOL L6 REE, BORRME,
A snRrEE EKES. EBRENSH

Main technical parameters

The GQ142GOS model is a square box solid-liquid separation type with a door opening square box structure, which is easy to disassemble and assemble. It is an ultra high

= !
Bl speed centrifuge developed using American Overspeed technology based on the stable performance of 142G. After reaching 17000 rpm, the equipment has a centrifugal force ! 3 BEZ*/Separation factor(xg) 23000 Bk & /Discharge capacity (m 3/h) 3
o '
of up to 23000G, running smoothly. 1

"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" ‘ &M E/Inner diameter of drum(mm) 142 B3 /Motor Power (kw) 3
g The inside and outside of the box are wrapped in stainless steel, and the material contact is made of 316L stainless steel material. ¥ KE/Drum length(mm) 820 & /Weight(kg) 950
- HE AT /Drum volume(L) 11 ¥ 3®/Speed(r/min) 17000
3 I
§ Equipped with high-density cooling coils inside the box, providing sufficient surface area and stronger cooling effect. The rotor is specially processed with a strength of over 170 SR T_I‘/Ove rall dimensions(L*W*H) 910*620*1770
= Brinell hardness, saving wear and tear parts, increasing maintenance cycles, and extending service life.
[}
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FHREBBIRENRTEREFDRAEREN . RAZNRERERER
moh, SROHEMBATEZEM, TEEXLA, BRTAIRNER. REXBLESH
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MmRFRFENERGE, BATRTFEMTLREIREZA,

H

RB-104%5h 3R

The Peristaltic pump conveys liquid through the peristaltic movement of the rubber hose caused by the rotating roller. The conveyed
liquid only flows in the rubber hose and does not come into contact with other parts of the pump, without any cleaning dead spots, avoiding
possible pollution. The rubber hose is made of non-toxic silicone rubber or polyvinyl chloride, which meets the hygiene standards used in the
fields of biochemistry and medicine. This type of pump can be continuously variable to regulate flow, suitable for working in humid environ-

ments, and easy to clean and disinfect. It is an ideal equipment for pumping blood and other liquids in the medical, biochemical, and pharma

ceutical industries, and can also be used for conveying liquids in other industries.

WS-6004F 51 5R

BS 3% (r/min) i (L/min) E71 (kg) EBHIHE (W) IR (v) - {() BRE M SMEZRST (LW*H) mm
Model Speed Flow Pressure Power Power Weight Rubber hose Size
WS-600 60-600 1-10 1.2 220 220 4.7 ®10%16.5 292*208*18
RB-10 200-700 4-10 1.5 220 220 12 ©®10*16.5 460*220*210

ABEXKABEELRENAMMTHROFAANMTIRERLNNE, BRNIZNTREENREEEFR, RIEFSOREEMAT E4,
HEBRHEM. #OBONRESEHE, HAEBRIIBONEEEE. RFRRARAE,

The company adopts advanced processing equipment and testing instruments such as high-precision CNC machine tools and machining centers, exquisite craftsmanship, and a strict and complete

quality management system to ensure the stability and reliability of products.

And long-term supply of components for domestic and imported centrifuges, as well as repair, maintenance, and technical consulting for domestic and foreign centrifuges.

FERIEE
T EBEERTIEF

Average annual shipment volume

Ranked among the top in market share

HEERE
NE PR
Annual stock volume

Provide delivery time for customers

13 Liams | DEPAUL riams DEPAUL 14
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Centrifuge usage GQ76 Tubular Centrifuge

e GQI6EXB LN ANRBEEE RN BE, NAEEA0ALTFENE, MEIZRED A
316LFHFEM. (FEFIZHGMPHIFEE R)

EATLRRNSBNSERES FIRNER EEBREFRN, AEMEFEL
FHE, BIRNEESEFELL

[TZNATFEYMHE. PHEE BERK. RS S EYRR. RERR KB CIETUEHNREDB.

EXBONZEARABLEAHTYRSBENERREZ — FHX - EREBLEEZ N BMEX EFREAESER.Y
HE MR F R BRE RE BB LNER.

Widely used in industries such as biopharmaceuticals, traditional Chinese medicine clarification, bacterial cell recovery, blood products, plant extraction, health food, bev-

°
>
s

BREFRBRNKERS, TEEATEATRER. EWHRBIKREFHM
RN EESHBBNNBIRE

erages, and chemical industry for liquid-solid separation.

Tube centrifuge is currently one of the ideal equipment for material separation using centrifugation method. Especially suitable for the extraction, concentration, and clarifi-

cation of materials with small weight difference between liquid and solid, high viscosity, fine solid particle size and low content, and strong corrosiveness.

DBHRER

Separation effect display

! The GQ76 tubular centrifuge is a circular box solid-liquid separation type, with a 304L stainless steel body and a =
| )
@ 316L stainless steel material contact part. (Conforming to the regulatory requirements of pharmaceutical GMP) (5]
g
Y
g0
g B >
g % Suitable for separating emulsions and clarifying high-speed suspensions. When clarifying the suspension, in order E
(e} \ i 0O
= = § E‘ | to prevent excessive slag discharge, the solid content of the suspension should not exceed 1%. &
= @ | =
o = = di
: e EN |
8 R 5B SR
e c = i
5 *4 a K & ﬁ i The equipment has a small volume and high speed, and is mainly suitable for small-scale continuous feed clari- 5
= ! =
\ fication separation equipment in the laboratory of major colleges and enterprise research and development Z
i .
i departments. 9]
1 TERIE
Working principle
o EBRMESH
H Main technical parameters
ﬁ NBERERER 17008xg iR 20000r/min
Puified liquor outlet
gREO
' s mwESO el 1 76mm =
EREO i o Heavy liquid outlet HEHAR EHATR L
s - rifier outlef
SER I porifed iauor outiet
Purifed liquor outiet
. m - ‘KkE 200L/h pUSES- 50-200/h
| — & i kot
= Sediment
M HEO ) BT 1.5kw/h 58 180kg
/ s
L Feodpor ] S RO
1 ? Feed port Feed port
- — _ SN R~F 650*380*1150mm = % ZEIFR, FESHEI —
GQERAHEE (285 ) GFREEANBE (S5 E) GQ (BBR) i GF (HBE) i 7 BRMRS RABH, BRI, RR—F
GQ solid-liquid separation type GQ liquid-liquid solid separation type GQ (Clarified) Structure Diagram GF (separation type) structural diagram
(two-phase separation) (three-phase separation)
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